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The bhi Radio Mate compact keypad for the Yaesu FT817, FT857 and FT897 enables many of the radio’s common functions to 
be used more quickly and easily, taking the hassle out of using the radio.  It does this by means 
of an external 16-button keypad and control unit.

Radio Mate compact keypad for the Yaesu FT817, FT857 and FT897 

•	 Quick easy band change at touch of a button (by using the onboard memories)
•	 Quick and easy modulation selection in any mode to any mode by a single selection
•	 Quick memory function (20 memories) for rapid recall
•	 Press and hold to store (Freq & mode)
•	 Quick and easy intelligent direct frequency input
•	 Swap VFO A/B using the (a/b.) key
•	 VFO A=B using a long press of the (a/b.) key
•	 Split VFO mode by pressing the CLR button
•	 Tune function enabling up to a 10 second carrier to tune an ATU

Don’t use the dial when you can simply type....

“...contact tower on one two four decimal two two five..”

 No more tuning problems  Just type in the frequency

Connect to the “ACC” port

Transform your radio!

Turn on Radio Mate

Power
switch

Pack-it
Pocket reference book for 
the FT-817

FT-817-VEPL.
Fused vehicle power lead 
teminated in a fused cigar lighter 
plug.

6-PIN - data cable
8-PIN - acc jack cable
6 pin and 8 pin mini DIN leads.

NES10-2
DSP noise cancelling speaker.
Fully adaptive noise cancelling speaker. 8 
levels of noise cancellation.

NEDSP1061-KBD.
DSP noise cancelling 
module for 
integration into your 
radio.

A small rubber foot is included to enable the keypad to be used by blind and partially sighted 
operators more easily.

Mounted on a sturdy black anodized aluminium plate, the keypad simply connects to the 
radio’s ACC socket by means of a 1 metre mini din plug lead.  There is an on/off switch on the 
side of the unit, and the keypad has large clear buttons, with the membrane keys being slightly 
recessed for ease of use. 

For more information please contact bhi - see details below

The Radio Mate has three basic operating modes: Modulation, Direct Frequency Entry 
and Memory. Each mode is accessed by a dedicated button on the right of the keypad. An 
LED changes colour to show the  current operating mode. Pressing the Mod (Modulation) 
button lets you immediately select or change the modulation type, and all nine are supported 
- CW, USB, LSB, FM, AM, CWR, Packet, Digital and FM Narrow (FT-817 does not support FM 
Narrow mode). The Radio Mate also has a Tune mode, causing the radio to switch to FM 
mode on the current frequency setting, and transmit 
for 10 seconds.
Pressing the a/b button instantly swaps the VFO A 
and B, holding the button down makes VFO B VFO A, 
and split VFO mode is enabled by pressing the CLR 
button.  The Radio Mate VFO functions enable 
the radio’s A, B & C buttons to be freed up for other 
functions.


